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Property Inspected By: Your Name

Inspected  Short Report sample

For:
Property: 1515 Mockingbird Lane

Lakeland, Florida 00000-0000

Inspection Date:  08/03/2007

Start Time: 1:50 pm
Completion Time:

Present During Inspection: Seller's Agent

OUTSIDE CONDITIONS AT TIME OF INSPECTION

Dry, Clear

PROPERTY INFORMATION:

Two story, 4 bedroom, 3 1/2 bath, single family historic
home

Building Faces : East

Size : 2,850Square Feet
Construction Material Attic
Clapboard siding : 1st Drop Stairs

Floor, 2nd Floor

Roof Covering :

Composite Shingles

Water Waste

Source :  Municipal Destination :
Well Water Shut-Off
Inspected :  NA Location

Temperature : 88 Degrees F

Age of :

Building - Actual 82 years
Roof
Heat Pump - Actual 6 years

Levels :

CHARACTERISTICS:

Roof Style Auto Storage
Gable Detached
UTILITIES

Gas: No gas service

Septic Tank

Septic Tank

left side of garage near Inspected?  No

street
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Gas Line/Tank Gas Shut-Off
Inspected ? NA Location
Heating Type Cooling Type Sanitary Disposal

Heat Pump Heat Pump Septic Tank

Short Report Sample

Summary:

While this summary page is intended to highlight the defects identified during the inspection, it
does not represent a complete accounting of the findings. Please refer to the entire attached
report for an accurate description of the condition of the described property, and related
disclaimers pertaining to the investigation.

Short Report form:

Dry rot found on NE corner of exterior. Replace with new siding.

Defective commode (flushing operation) in upstairs hall bath

Moisture stains visible in attic above garage. No current moisture detected
* Loose balcony railing at second floor newel post

* Uncovered openings and/or missing deadfronts at breaker/fuse panel

* Improper wiring in attic to den ceiling fan. Connections not in junction box.
Duct to south end of home is crimped in the attic reducing cooling efficiency

Disclaimer:

This inspection and report are designed to conform to the standard Real Estate contract
requirements and may not include an inspection of cosmetic or aesthetic items. The inspection
will be performed only on readily accessible components of the home. This includes general
systems and components and is aimed at identifying any system or component, which requires
immediate attention or major repair.

The inspection is performed in compliance with accepted standards of practice and
performance and conforms to or exceeds the standards established by the American Society of
Home Inspectors (ASHI) and the National Association of Property Inspectors (NAPI). This
report includes only findings from following items:

Roof and Attic
Plumbing system (supply, waste lines, water heaters)
Heating Systems and Cooling Systems
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